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Product and description Data Prices in €
per unit per m²

Opaque Films

1800
copy film clear

100µ A4 210 mm 297 mm 100 Bl. 4200002740 32,23 5,17
A3 297 mm 420 mm 50 Bl. 4200002730 29,95 4,80

Opaque Films

1808
Laser - OHP-Film clear

A4 210 mm 297 mm 50 Bl. 4208012740 38,96 12,49
A3 297 mm 420 mm 50 Bl. 4208012730 82,45 13,22

1812-X
Laser - OHP-Film Premium clear

130µ A4 210 mm 297 mm 50 Bl. 4212105740 40,61 13,02
A3 297 mm 420 mm 50 Bl. 4212105730 85,59 13,72

Opaque Films

1845
white satin matt Copy-Film selfadhesive

50µ A4 210 mm 297 mm 100 Bl. 4237001740 105,78 16,96

1850
Proof-Laserfilm

90µ A4 210 mm 297 mm 100 Bl. 4251001740 64,22 10,30
A3 297 mm 420 mm 100 Bl. 4251001730 140,66 11,28

1852
Proof-Laserfilm, matt-transluzent

115µ A4 210 mm 297 mm 100 Bl. 4252002740 69,80 11,19
A3 297 mm 420 mm 100 Bl. 4252002730 151,60 12,15

DTP And Office

Copy and laser films
recommended selling prices
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Matted polyester film on both sides, heat and 
dimensional stable with excellent toner 
adhesion. High visual contrast allows quick 
control of the print image.
Especially for high fixation temperatures.

Beidseitig mattierter Polyesterfilm, hitze- und 
dimensionsstabil. Spezielle Oberfläche 
bewirkt exzellente Tonerhaftung. Hoher 
visueller Kontrast ermöglicht rasche 
Kontrolle des Druckbildes.

 Matted polyester film on both sides, heat 

Clear transparent polyester foil in premium 
quality for black and white laser printers. 
Precise edge sharpness, high density even 
on the surface, good toner adhesion and 
flatness. Highly heat resistant.

Self-adhesive copying foil white, with 
colourless, non-yellowing, heat-resistant 
glue. For SW photocopiers and laser 
machines, back cover polyester foil

Highly transparent polyester film specially 
equipped for laser printers. Smooth back for 
optimal throughput in most laser printers, 
coated side for precise edge sharpness and 
good toner adhesion.

 EURO (€) without tax, valid from:

universal copying foil for dry toner copiers, 
coated identically on both sides. Heat 
stabilized and antistatic equipped.
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